Photometric Report
VDO Atomic Dot WRM - No Diffuser

MARTIN PROFESSIONAL R&D OPTICAL LABORATORY

GENERAL SPECIFICATIONS

Total Fixture Output: 2850 lm
Total Steady Fixture Output: 1400 lm
Light Engine Steady Output: 2000 lm
Total Aura Backlight Output: 66 lm
Luminous Intensity: 50 ked
Steady Luminous Intensity: 24 ked
Efficacy: 63 Im/W
Lens Option: No Diffuser
Zoom range: 1M°

CRI: 84
Color Temperature: 2700 K

%0 Catalog Number: 90357702
Measured Output: 2818 lm
75 75 Measured Steady Output 1380 lm
Measured Luminous Intensity: 48356 cd
w0 o Measured Steady Luminous Intensity: 23675 cd
Consumed Power: 45,0 W
i s Efficacy: 62,6 Im/W
Beam Angle (50%]): 11,4°
30 * Field Angle (10%): 22,3°
® 15 Cuttoff Angle (3%): 33,8°
- Vertical - Horizontal Measurement Condition:
Ambient Temperature: 25° +/-5°C
AC Supply: 230V/50Hz

SPECTRAL DISTRIBUTION

Radiant Power

08€
00y |
ozy
(0)24
09
08y
00S
0zs
ors
09S
08S
009
079
ov9
099
089
00£
0zL
ovL
092
08L

HARMAN PROFESSIONAL INC. « 8500 BALBOA BOULEVARD * NORTHRIDGE « CA 91329 « USA « +1 818 893 8411
©2019 HARMAN Professional. All rights reserved. Martin® is a registered trademark of HARMAN Professional Inc. registered in the United States and/or other countries.
Features, specifications, and appearance are subject to change without notice. Rev. 201904 Mart °



Photometric Report
VDO Atomic Dot WRM - No Diffuser

BEAM DETAILS

Distance (meter) 1m 12 Tﬂ 31208mft 15m 20m
Distance [feet) 331t ’ ‘ 49.2 ft 65.6 ft
120 Ix
213 Ix
480 Ix
Lux* 1918 Ix
47952 Ix
11,4°
Beam center
4455 fg
*
Footcandles 178 fc
45 fc
*measured at center of beam
20 fc
11 fc
0,2m im 2m 3m 4m
Beam width [meter) 0,7 ft 3,31t 6,5 ft 9,8 ft 13 ft
Beam width [feet)
Beam width: =0,2 * distance
Illuminance: = 47952 / (distance?)
distance in [m] for iltuminance in [lux]  distance in [ft] for illuminance in [fc]
BEAM ILLUMINANCE FROM 1-20M
im 2m 3m 4m 5m 6m m 8m 9m 10m 11m 12m 13m 14m 15m 16m 17m 18m 19m 20m
3,3ft 6,6ft 9,8ft 13,1ft | 164ft | 19,7ft 23ft 26.2ft | 29,5ft | 32,8ft | 36,1ft | 39,4ft | 42,7ft | 459ft | 49,2ft | 525ft | 558ft | 59,1ft | 623ft | 65,6ft
47952Ix | 11988Ix | 5328lx | 2997Ix | 1918Ix | 1332lx | 979Ix | 749Ix | 592lx | 480Ix | 396lx | 333Ix | 284lx | 245Ix | 213Ix | 187Ix | 166Ix | 148Ix | 133Ix 120Ix
4454 9fc | 1113,7fc | 495fc 278,4fc | 178,2fc | 123,7fc | 90,9fc 69,6fc 55fc 44 5fc 36,8fc 30,9fc 26,4fc 22,7fc 19,8fc 17,4fc 15,4fc 13,7fc 12,3fc 11,1fc
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Angle
OHorizontal O Vertical
BEAM ANGLE 50% FIELD ANGLE 10% CUTOFF ANGLE 3%
11,4° 22,3° 33,8°
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