
1, Components: 2XJBL 2423K, 4XJBL 2163H, 2XJBL 258J.
2, Input connectors: 2XNeutrik speakon NL-8.
3, Moterial: GRILLE:16GA/1.5mm cold rolled steel powdercoated black and 
cloth backing; CABINET:15mm birch plywood
4, Finish: black duraflex.
5, Weight:  65lbs(29.5kg).
6, Center of gravity (CG)
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THESE DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY OF JBL INCORPERATED. THEY ARE 
ISSUED IN STRICT CONFIDENCE AND SHALL NOT BE REPRODUCED OR USED AS THE BASIS FOR 
MANUFACTURE OR APPARATUS WITHOUT WRITTEN PERMISSION.
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PROPRIETARY AND CONFIDENTIAL PROPERTY OF 
HARMAN. DO NOT DISCLOSE, REPRODUCE, OR 

PUBLISH WITHOUT WRITTEN HARMAN APPROVAL.

ROHS/REACH
RESTRICTION OF HAZARDOUS SUBSTANCES/

REGISTRATION, EVALUATION, AUTHORIZATION, 
AND RESTRICTION OF CHEMICALS

ALL MATERIALS USED IN THIS PART MUST BE 
ROHS/REACH COMPLIANT.

SUPPLIER SHALL PROVIDE A CERTIFICATE OF 
ROHS COMPLIANCE AND A REACH DECLARATION 

OF SUBSTANCES WITH THE FIRST ARTICLE.
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