4

1

THESE DRAWINGS AND SPECIFICATIONS ARE THE PROPERTY OF JBL INCORPORATED REVISIONS
THEY ARE ISSUED IN STRICT CONFIDENCE AND SHALL NOT BE REPRODUCED OR USED LTR| DESCRIPTION DRFT DATE
AS THE BASIS FOR MANUFACTURE OR APPARATUS WITHOUT WRITTEN PERMISSION. A | RELEASE TO MARKETING YT 3/1/2017

fe—— 370 [14.6] —=

711 [28.0]

. COMPONENTS: LF— 1X 2262F
HF— 1X 2432H

2. INPUT CONNECTORS: XLR

3. GRILL: 16 GA STEEL W/CLOTH

4. MATERIALS: 18MM PLYWOOD

5. FINISH: DURAFLEX

6. SUSPENSION POINTS: 14 X M10

7. WEIGHT: 24 KG / 53 LBS.
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TOLERANCES

(UNLESS OTHERWISE SPECIFIED)
XXX + 063 INCH
XX + 126 INCH
ANGULAR TOLERANCE OF 0°:30"
FRACTIONAL DIMENSIONS + 1/32

* DIMENSIONS ARE MM [INCHES]
* ALL DIMENSIONS ARE FINISHED DIMENSIONS
* DO NOT SCALE DRAWING
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