




Declaration of Conformity

DECLARATION  OF  CONFORMITY

European Representative’s Name and Address: 
David J. Budge
10 Harvest Close
Yateley
GU46 6YS
United Kingdom

Equipment Type: Commercial Audio Power Amplifiers 
Family Name: T-Series
Model Names: T3, T5, T7, T10

EMC Standards:

EN 55103-1:1997 Electromagnetic Compatibility - Product Family Standard for Audio, Video, Audio-Visual and 
Entertainment Lighting Control Apparatus for Professional Use, Part 1: Emissions

EN 55103-1:1997 Magnetic Field Emissions-Annex A @ 10 cm and 20 cm

EN 61000-3-2:2001 Limits for Harmonic Current Emissions (equipment input current less than or equal to 16 A per phase)

EN 61000-3-3:2002 Limitation of Voltage Fluctuations and Flicker in Low-Voltage Supply Systems Rated Current less than 
or equal to16A

EN 55022:2003 Limits and Methods of Measurement of Radio Disturbance Characteristics of ITE: Radiated, Class B Limits; 
Conducted, Class A

EN 55103-2:1997 Electromagnetic Compatibility - Product Family Standard for Audio, Video, Audio-Visual and 
Entertainment Lighting Control Apparatus for Professional Use, Part 2: Immunity 

EN 61000-4-2:2001 Electrostatic Discharge Immunity (Environment E2-Criteria B, 4k V Contact, 8k V Air Discharge)

EN 61000-4-3:2001 Radiated, Radio-Frequency, Electromagnetic Immunity (Environment E2, criteria A) 

EN 61000-4-4:2001 Electrical Fast Transient/Burst Immunity (Criteria B)

EN 61000-4-5:2001 Surge Immunity (Criteria B) 

EN 61000-4-6:2003 Immunity to Conducted Disturbances Induced by Radio-Frequency Fields (Criteria A)

EN 61000-4-11:2001 Voltage Dips, Short Interruptions and Voltage Variation

Safety Standard:

IEC 60065: 2001 7th Ed. Safety Requirements - Audio Video and Similar Electronic Apparatus

I certify that the product identified above conforms to the requirements of the EMC Council Directive 89/336/EEC as amended 
by 92/31/EEC, and the Low Voltage Directive 73/23/EES as amended by 93/68/EEC.92/31/EEC, and the Low Voltage Directive 
73/23/EES as amended by 93/68/EEC.

Issued By:    Harman International. 
1718 W. Mishawaka Rd. 
Elkhart, IN 46517 U.S.A.

Signed _____________________________ 

Terry Davenport
             Director of Manufacturing

Date of Issue: March 1, 2012

Due to line current harmonics, we recommend that you contact your supply authority before connection.
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Specifications
Guaranteed Minimum Power T3 T5 T7 T10

4 ohms stereo (per channel)
8 ohms stereo (per channel)
8 ohms bridge mono
(1 kHz (EIA) with 0.5% THD)

450W
330W
900W

750W
500W
1500W

950W
675W
2000W

1350W
1000W
2700W

Performance

Frequency Response (at 1 watt) 20 Hz – 20 kHz, +0/-1 dB

Total Harmonic Distortion (THD) <0.5%, 20 Hz – 20 kHz

Intermodulation Distortion (IMD) 
(60 Hz and 7 kHz at 4:1, from full rated output to -30 dB) = / <0.35%

Slew Rate >10V/us

Voltage Gain 31 dB 33 dB 34.4 dB 36 dB

Damping Factor (8 ohms, 10 Hz – 400 Hz) >200

Signal-to-Noise Ratio 
(below rated power, 20 Hz to 20 kHz, A-weighted) >100 dB

Crosstalk (below rated power) At 1 kHz: -75 dB
At 20 kHz: -59 dB

Input Sensitivity (for full rated power at 8 ohms) 0.775V or 1.4V

Nominal Input Impedance Balanced: 20k ohms
Unbalanced: 10k ohms

Connectors, Controls and Indicators

Input Connectors One balanced XLR and one unbalanced RCA per channel

Output (speaker) Connectors 4-pole Speakon® and one pair binding post per channel

Front Panel Controls Power on/off switch, one gain control per channel

Rear Panel Controls Output mode switch: stereo (dual), parallel or bridge
Input sensitivity switch: 0.775V or 1.4V

Power Indicator One blue LED

Signal Indicator One green LED per channel

Clip (peak) Indicator One yellow LED per channel

Fault Indicator One red LED per channel

Power Cord Specifications Plug: 10A, 250V
Cord: CCC 3 x 1.5 mm2

Construction

Protection Protection against short circuits, no-load, on/off muting, and RF interference;
stable into reactive or mismatched loads

Ventilation Flow-through ventilation from front to back

Cooling Internal heat sinks with forced air. Fan cooled, speed regulated, thermal protection

Dimensions (W x H x D) 19 x 3.46 x 12.45 in
(482 x 88 x 316.4 mm)

19 x 3.46 x 14.5 in
(482 x 88 x 369 mm)

Net Weight 28.0 lb
(12.7 kg)

29.7 lb
(13.5 kg)

38.8 lb 38.6 lb
(17.5 kg) (17.6 kg)

Shipping Weight 32.4 lb
(14.7 kg)

34.2 lb
(15.5 kg)

42.7 lb42.1 lb
(19.1 kg) (19.4 kg)
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Warranty
SUMMARY OF WARRANTY
Crown International, 8500 Balboa Blvd. Northridge, CA 91329 U.S.A. warrants to you, the ORIGINAL PURCHASER and ANY SUBSEQUENT OWNER of each NEW Crown 
product, for a period of one (1) year from the date of purchase by the original purchaser (the “warranty period”) that the new Crown product is free of defects in materials and 
workmanship. We further warrant the new Crown product regardless of the reason for failure, except as excluded in this Warranty.

*Your Crown product has been purchased in China and/or other Asian countries. (This Warranty does not apply to Crown products purchased elsewhere except for 
purchases by military outlets. Other purchasers should contact the local Crown distributor for warranty information.)

ITEMS EXCLUDED FROM THIS CROWN WARRANTY
This Crown Warranty is in effect only for failure of a new Crown product which occurred within the Warranty Period. It does not cover any product which has been damaged 
because of any intentional misuse, accident, negligence, or loss which is covered under any of your insurance contracts. This Crown Warranty also does not extend to the 
new Crown product if the serial number has been defaced, altered, or removed.

WHAT THE WARRANTOR WILL DO
We will remedy any defect, regardless of the reason for failure (except as excluded), by repair, replacement, or refund. We may not elect refund unless you agree, or unless 
we are unable to provide replacement, and repair is not practical or cannot be timely made. If a refund is elected, then you must make the defective or malfunctioning product 
available to us free and clear of all liens or other encumbrances. The refund will be equal to the actual purchase price, not including interest, insurance, closing costs, and 
other finance charges less a reasonable depreciation on the product from the date of original purchase. Warranty work can only be performed at our authorized service 
centers or at the factory. Warranty work for some products can only be performed at our factory. We will remedy the defect and ship the product from the service center or our 
factory within a reasonable time after receipt of the defective product at our authorized service center or our factory. All expenses in remedying the defect, including surface 
shipping costs in the United States, will be borne by us. (You must bear the expense of shipping the product between any foreign country and the port of entry in the United 
States including the return shipment, and all taxes, duties, and other customs fees for such foreign shipments.)

HOW TO OBTAIN WARRANTY SERVICE
You must notify us of your need for warranty service within the warranty period. All components must be shipped in a factory pack, which, if needed, may be obtained from 
us free of charge. Corrective action will be taken within a reasonable time of the date of receipt of the defective product by us or our authorized service center. If the repairs 
made by us or our authorized service center are not satisfactory, notify us or our authorized service center immediately.

DISCLAIMER OF CONSEQUENTIAL AND INCIDENTAL DAMAGES 
YOU ARE NOT ENTITLED TO RECOVER FROM US ANY INCIDENTAL DAMAGES RESULTING FROM ANY DEFECT IN THE NEW CROWN PRODUCT. THIS INCLUDES 
ANY DAMAGE TO ANOTHER PRODUCT OR PRODUCTS RESULTING FROM SUCH A DEFECT. SOME STATES DO NOT ALLOW THE EXCLUSION OR LIMITATIONS OF 
INCIDENTAL OR CONSEQUENTIAL DAMAGES, SO THE ABOVE LIMITATION OR EXCLUSION MAY NOT APPLY TO YOU.

WARRANTY ALTERATIONS
No person has the authority to enlarge, amend, or modify this Crown Warranty. This Crown Warranty is not extended by the length of time which you are deprived of the use 
of the new Crown product. Repairs and replacement parts provided under the terms of this Crown Warranty shall carry only the unexpired portion of this Crown Warranty.

DESIGN CHANGES
We reserve the right to change the design of any product from time to time without notice and with no obligation to make corresponding changes in products previously 
manufactured.

LEGAL REMEDIES OF PURCHASER
THIS CROWN WARRANTY GIVES YOU SPECIFIC LEGAL RIGHTS, YOU MAY ALSO HAVE OTHER RIGHTS WHICH VARY FROM STATE TO STATE. No action to enforce this 
Crown Warranty shall be commenced after expiration of the warranty period.

THIS STATEMENT OF WARRANTY SUPERSEDES ANY OTHERS CONTAINED IN THIS MANUAL FOR CROWN PRODUCTS. 
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